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Applications
Create linear and 
curvilinear designs in 
interior or exterior spaces.

Features
• Round and square edge 

panels - 4” wide, 5/8” 
deep.

• Thicknesses and finishes 
for any environment.

• Painted colors,  
reflective and vinyl 
wood finishes.

• Reveals between panels 
can be open or closed 
with filler strips.

• Metal contains no 
organic compounds 
to support mold and 
microbial growth.

• Integrated lighting and 
air diffusers available.

Benefits
• Incorporates lighting, 

air, audio and plumbing 
services.

• Visual design continuity 
from exterior to interior.

• Adjust acoustical 
performance to suit 
application.

• Sustainable: 75%-100% 
recycled content, 100% 
locally recyclable.

Filler strip

PlanarPlus panel with integral filler

Planar panel

Symmetrical 
carrier
(grid available)

Material:
 0.024” aluminum* 	

Components:

1. Panels: 
Standard Painted Colors
 01 White
 08 Black
 44 Satin Silver

Premium Painted Colors
 21 Copper Metallic
 23 Sandstone
 379 Gloss White
 386 Gloss Black
 431 Whitewash
 520 Polar White
 521 Nickel
 524 Silver
 510 Morning Dew Metallic
 511 Autumn Metallic
 512 Moon Glow Metallic
 513 Sun Gold Metallic
 515 Sterling Metallic
 516 Flint Metallic
 517 Emerald Metallic 
 03 Bronze

 88 Flat Black
 113 Straw
 167 Brick Red
 174 Garnet
 215 Forest Green
 246 Federal Indigo
 256 True Blue
 263 Plum
 270 Pearl Gray
 425 Wet Clay
 428 Yellow Flash
 429 Silver Lining
 430 Beige Breeze
 432 Blonde Wood
 437 Midnight Blue
 438 Royal Amethyst
 442 Burgundy Brick
 443 Toffee Fate
 447 Cinnamon
 449 Fortune Gray
 455 Cocoa Shell
 495 Cardinal Red
 Other 
_____________________

Reflective Finish
 369 Brushed Gold
 378 Brushed Aluminum

Anodized Finishes
 14 Chromecoat Anodized
 16 Brasscoat Anodized
 509 Copper Coat Anodized
 504 Satin Silver Anodized

MetalWood™ II Finishes (Panels)*
 650R Maple
 653R Oak
 651R Cherry
 652R Pumpkin Maple
 654R Karri
 655R Bamboo

Coordinating Solid Paint
Colors to MetalWood™ II Finishes
 401 Maple
 402 Oak
 403 Cherry
 404 Pumpkin Maple
 405 Karri

Profiles 4” (3-1/4” x 5/8”)
Planar:  Round-edge (Open Reveal)  Square-edge (Open Reveal)

PlanarPlus:  Round-edge  Round-edge
   (Black integral filler)	  (Matching integral filler)
	 	  Square-edge  Square-edge
   (Black integral filler)  (Matching integral filler)

2. Filler Strip:
Recessed:	  58.01.009.008 (08 Black)  58.01.009.xxx
     (Other Painted Colors)
Flush - Planar Round-edge Only:  58.01.013.xxx 
  (Painted Color ____________) (Reflective ___________ ) 
  (Anodized ______________ )

Surface
 Solid

Perforated:  62R216S (no backer)  62R216S (with Acoutex™ 
    acoustical backer)

Profiles

Planar 4 Round-edge

5/83 1/4

5/83 1/4

Planar 4 Square-edge

PlanarPlus 4 Round-edge

5/83 1/4

5/83 1/4

PlanarPlus 4 Square-edge

Recessed Filler Strip

1/83/4

Perforation Pattern

62R216S
0.0625” diameter holes
0.216” lineal centers
.125” border
7.8% open area 

* MetalWood II finished aluminum 
panels are constructed from 0.024” 
base aluminum metal with 0.008” 
vinyl laminate for a total panel 
thickness of 0.032”
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 material: Aluminum: painted, reflective and anodized, vinyl wood laminated*
 surface: Solid and perforated
 size: Nominal panel width x depth: 4” x 5/8”
 edge: Square or round
 reveal: Open with optional filler strip (Planar, integral filler strip (PlanarPlus
 fire: Class A: flame 0, smoke 0 per ASTM E-84
 sound: NRC
  - solid with open reveal 0.60
  - perforated with open reveal and Acoutex® acoustical backer 0.55
  - perforated with open reveal and 1-1/2”, 1-1/2 lb. acoustical blanket 0.95
  - perforated with closed reveal and Acoutex® acoustical backer 0.70
  - perforated with closed reveal and 1-1/2”, 1-1/2 lb. acoustical blanket 0.95
 performance: Interior, exterior (consult engineer for use in intended application
 suspension: Aluminum symmetrical carrier (straight and curved, radius carrier
 warranty: 1 year limited
 sustainability: 100% recycled content, 100% locally recyclable

* MetalWood II finished aluminum panels are constructed from 0.024” base aluminum metal with 0.008” vinyl laminate for a total panel thickness of 0.032”

Physical Data

Sections

Wall angle - recessed

Wall angle - flush

Wall channel

Wall channel - floating

End cap

Infinity™ perimeter trim
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